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Amendment to Claims 

This listing of claims will replace the claims in the application: 

Listing of Claims: 

Claims 1-7 (cancelled). 

Claim 8 (currently amended): A system for removing debris from a valley/gutter of a 
residential or commercial building or other structure comprising: 

a plurality of orifices for directing a clearing medium there through being attached 
and positioned located along the valley/gutter in order to direct the medium into the 
valley/gutter; 

a pipe for transporting the medium being pressurized into the orifices; 

a system to pressurize and force the medium through the pipe and to the orifices; 

a automatic controller for controlling when and how long in time the medium is 
forced through the pipe into the valley/gutter flushing any debris located in the 
valley/gutter down the valley/gutter into a down spout attached to the gutter thereby 
having the valley/gutter substantially free from debris and allowing any rain caught 
therein to flow freely through the valley/gutter and the down spoutr; and 

a monitoring a pparatus connected to the automat ic controller fot monitoring the 
gutter to determine if a certain amount of debris has entered the valley/suttgr and 
triggering the automatic controller, once such certain a m ount is reached, and monitoring 
the gutter once such certain amount of debris is removed from the vallev/eutter and 
triggering the automatic controller to shut off the system due to such certain amount of 
Hehris is removed. 
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Claim 9-13 (cancelled) 

Claim 14 (original): The system in accordance with claim 8 wherein the medium is air 
which is pressurized by an air compressor having a pressure of 20psi and 500psi. 

Claim 15 (original): The system according to claim 14 wherein the valley/gutter defines 
an axis and the orifices being position at and angle from the axis into the valley/gutter in 
order to spray the air substantially parallel to the axis in order to flush the debris located 
along the valley/gutter out of the valley/gutter. 

Claim 16 (original); The system of according to claim 14 wherein the orifices have 
openings with a diameter and shape to provide a sufficient spray and force of the air into 
the valley/gutter to clear the debris located in the valley/gutter. 

Claim 17-21 (cancelled) 

Claim 22 (new) The system in accordance with claim 8 wherein the monitoring apparatus 
is a camera that dynamically monitors the valley/gutter to sense that such certain amount 
of debris has entered the gutter. 
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